
LED Warning Light ONN-M4HS

Introduction:
1. Innovative design, three colors on a single layer.
2. Buzzer optional, volume louder than 95dB.
3. Anodized aluminum body, good texture and durable.
4. PC cover with special lens, make light more uniform and visible.
5. Use SMD5050 LED chip, high brightness and long life span.

Application: CNC machine, Automatic equipment ,
SMT equipment, Security equipment etc.

Warranty: 2 years
Certification: CE, RoHS, FCC

Ordering code: Dimension(mm):
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1.Layer 1: Single layer

2. Mounting type C: Pole and plate

3. Voltage B: DC24V

4.Function
B: Steady, F: Steady with buzzer,
S: Red flash, C: Red flash with buzzer,
D: All flash, E: All flash with buzzer

5.Connect type C: Contact type, T: PNP& NPN

6. Color R: Red Y: Yellow G:Green

7. Diameter 48: φ48mm

Parameter:
Full Power 4W

Input voltage DC24V

Input current 60-200mA

Working Temperature -20~45℃

IP rating IP50

Buzzer volume >95dB

Material PC lens and Aluminum body

Lifetime 50,000 hours

Installation Fixed by screws
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Wiring instruction:

PNP & NPN

Contact type

Package info.:

Item No. Qty/carton Carton size Total NW. Total GW.

ONN-M4HS 12 pieces 440*270*350mm 5kg 7kg
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